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Welcome! 

 

Macksteel has provided our customers with quality products and 
unequaled same day service for over 35 years. To be successful in today’s 
marketplace, we understand that our success is directly dependent on your 
success. In order to better serve your needs, we’ve streamlined our 
operations, added additional warehouse space, invested in top of the line 
equipment, and established many new distributors of our quality goods. 
We are constantly searching for new ways to provide you with top quality 
product at competitive prices. 

 

In addition to new steel, Macksteel is also the Midwest's largest stocking 
distributor of secondary material. Let us help you identify applications that 
are appropriate for usage of secondary or mill overrun sheet, plate and 
tube - saving you money. 

 

Our employees, vast inventory, processing, and ability to deliver product 
where and when you need it, has become the groundwork on which we 
build our relationships with each of our customers. 

 

If at any time, you have additional questions that are not answered in the 
following pages please contact one of our sales staff toll free 1-866-882-
2188. You can also visit our website at www.macksteel.com. 

 

Macksteel – Fast Solutions. Fast Service. 
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Rebar Fabrication 

Complete in house rebar fabrication equipment 
including an automatic rebar shear line, CNC 
benders and ring rollers. 

CNC Plasma & Flame Cutting 

Our CNC cutting capabilities include the following: 

Steel up to 6” thickness 

Aluminum up to ½” thickness 

Stainless up to ¾” thickness 

Forming 

Our 4 machines up to 200 tons, are able to 
form the materials listed below. 

Steel up to 12’ at 3/8” thickness 

Aluminum up to 12’ at 1/2” thickness 

Stainless up to 10’ at 3/8” thickness 

 

Shearing 

We can shear to size all types of materials ranging 
from the following: 

Steel up to 1/4” thickness 

Aluminum up to 1/2” thickness 

Stainless up to 3/16” thickness 

Copper & Brass up to 3/8” thickness 

Band Sawing 

Using our 8 saws, we are able to offer cut to 
length service on all of our items. 

Rounds up to 18” diameter 

Squares up to 18” diameter 

Bundles up to 18” x 25” 

Miter cuts up to 60° 

Punching 

We can punch up to the following: 

Steel up to 1” thickness 

Aluminum up to 1” thickness 

Stainless up to 5/8” thickness 

INVENTORY 

Macksteel stocks a huge inventory steel, aluminum, and stainless, ready to ship same day. If we 
don't have it in stock, we will work hard to find it for you at the most competitive prices available. 

In addition to stocking the standard items, Macksteel stocks a huge inventory of hard to find 
secondary sheet, plate, and tube. This material is sold at a significant discount over new 
material. Let us help you with your application to see if secondary material is the right fit for you. 

SERVICE 

At Macksteel, we recognize that no two customers are the same. That's why we continually invest 
in new equipment, allowing us to provide a broad range of services that our customers require. Our 
fabrication department is proud to offer the following: 

Complete Product Design and Manufacture 

We can aid in the design and manufacture of any product. From the creation of basic computer 
aided drawings (CAD), to the final packaged assembly, we can help you make your ideas become 
a reality, on time and within budget. Even if we cannot provide all of the needed services in-house, 
we work closely with a list of certified local service providers to get the job done. 

Additional Services include: 

Welding, Grinding, De-burring, Pipe Threading, Pipe and Tube Bending, Coping and Drilling. Give 
us a call. 
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ITEM AND DESCRIPTION ITEM ID 
GRAIN-VAC DEADHEAD 

GALVANIZED 

AVAILABLE FOR 
4”, 5” AND 6” GRAINVAC SYSTEMS 

 

TUBE SUPPORTS 
10” OFFSET 

ZINC PLATED 
INCLUDES CLAMPING BOLTS 

MOUNTING BOLTS NOT INCLUDED 

 

COMPRESSION COUPLERS 
GALVANIZED COUPLER 

RUBBER LINER 

STAINLESS STEEL SLEEVE 

 

“TRIPOD” TUBE SUPPORTS 
10” WALL OFFSET - ZINC PLATED 

(USED ON WALLS) 
INCLUDES CLAMPING BOLTS 

MOUNTING BOLTS NOT INCLUDED  

 

GRAIN-VAC SPOUT TUBE 
14GA GALVANIZED TUBE 

STOCK LENGTHS OF 20FT AND 40FT 
 

GRAIN-VAC TUBE ELBOWS 
11GA GALVANIZED TUBE 
48” CENTER-LINE RADIUS 

AVAILABLE IN 30, 60, AND 90 

DEGREE ELBOWS 

 

  

  

GRAIN-VAC AIR-ONLY TUBE ELBOWS  

4” TRIPOD TUBE SUPPORT RS832 

5” TRIPOD TUBE SUPPORT RS834 

6” TRIPOD TUBE SUPPORT RS835 

4” COMP. COUPLER 4 BOLT RS870 

5” COMP. COUPLER 4 BOLT RS871 

6” COMP. COUPLER 4 BOLT RS872 

6” COMP. COUPLER 5 BOLT RS872-5 

4” TUBE SUPPORT RS829 

5” TUBE SUPPORT RS830 

6” TUBE SUPPORT RS831 

4” DEADHEAD MP66265 

5” DEADHEAD MP66266 

6” DEADHEAD MP66267 

4” 30 DEGREE RS856 

4” 60 DEGREE RS861 

4” 90 DEGREE RS851 

5” 30 DEGREE RS862 

5” 60 DEGREE RS852 

5” 90 DEGREE RS855 

6” 30 DEGREE RS854 

6” 60 DEGREE RS853 

6” 90 DEGREE RS860 

4” SPOUT TUBE RT4075-G 

5” SPOUT TUBE RT5075-G 

6” SPOUT TUBE RT6075-G 

4” 90 DEG 16GA GALV. 6” CENTER-LINE R. RS842 

5” 90 DEG 14GA GALV. 7.5” CENTER-LINE R. RS843 

6” 90 DEG 14GA GALV 9” CENTER-LINE R. RS846 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 

HINGE LAG BOLT 

3/4” X 6” GALVANIZED 

BUSHING INCLUDED 

MP66163 

 

3/4” X 12” HINGE 

(2PCS REQUIRED PER GATE) 

BUSHING INCLUDED 

MP702 

 

1” HINGE KIT 

1PC PER KIT 

(2PCS REQUIRED PER GATE) 

BUSHING INCLUDED 

MP065 

 

WELD-ON GATE HINGE KIT 

1PC PER KIT 

(2PCS REQUIRED PER GATE) 

7/8”   MP640 

1”   MP66132 

 

GATE HINGE CLAMP 

DESIGNED FOR 1.66” RD TUBE 

(2PCS REQUIRED PER GATE) 

MP66255 

 
GATE CLAMPS 

PRICING INCLUDES BOLTS 

SINGLE BOLT 

1”         MP013 

1-1/4”   MP014 

1-1/2”   MP015 
2”         MP020 

DOUBLE BOLT 

1”         MP013D 

1-1/4”   MP014D 

1-1/2”   MP015D 

2”         MP020D 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 

QUICK LATCH - GATE LATCH 

EASY INSTALLATION AND OPERATION - 
PUSH AND TWIST DESIGN 

HOG, CATTLE, AND HORSE PROOF 

FEEDLOT SAFE 

MP044 

 EEE 

SPRING-LOADED PIN 

3/4” DIAMETER 

LENGTH 10” 

RS068 

 

GATE STRIKER PLATE 

BARE/GALVANIZED 

FOR USE WITH SPRING-LOADED PIN 

MP66162 

 

SLOTTED GATE GUSSETS 

SMALL— 3.5” X 3.5” X FOR 3/16” CHAIN 

LARGE— 4.5” X 4.5” X FOR 1/4” CHAIN 

INTERNAL— 5.5” X 5.5” X FOR 1/4” CHAIN 

SMALL        MP010 

LARGE       MP011 

INTERNAL   MP012 

 SLAMLOCKS 
SMALL    MP055 

LARGE   MP045 

 
LOCKABLE TWO-WAY 

LIVESTOCK GATE LATCH 
MP059 

 

GATE LATCH 

(SANDHILLS STYLE) 

USED ON BARBED WIRE GATES 

INCLUDES CHAIN 

MP66289 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 

7/8” DEADBOLT LATCH 

DIMENSIONS: 

9.5” LONG X 5.5” TALL X 2” DEPTH 

PIN TRAVEL IS 3.5” 

MP042 

 WALL-MOUNT HOOK AND LOOP  

HOOK MP058 

LOOP    MP057 

 

 

WELD-ON PANEL HOOKS 

SHORT HOOK - 5.125” INSIDE 
DIMENSION 

LONG HOOK - 6.25” INSIDE 
DIMENSION WITH DRILLED 9/32” 

HOLE 

MADE FROM 3/4” STEEL ROUND 

SHORT HOOK 

 MPCPHOOK 

 

LONG HOOK 

MPCPHOOK2 

 

WELD-ON PANEL LOOPS 

3” TALL X 2.5” DEEP X 1.125” 
OPENING 

MADE FROM 10GA STEEL 

MP600 

 

SLOTTED PANEL CHAIN LOOP 

10 GA FORMED SHEET 

SLOTS FIT 1/4” CHAIN 

“THIS IS THE SAME LOOP THAT IS 
WELDED  ON OUR WINDBREAK 

PANELS” 

MP66137 

 

STAKE POST (FOR BALE HAULING) 

2-1/2” X 1-1/2” X 3/16” RECT TUBE 

6” TO 40 DEGREE BEND  AND 12” 
AFTER BEND 

MP6693 

 

STAKE POCKET 

INSIDE DIMENSIONS 

1-9/16” X 3-3/4” X 3” TALL  

3/16” MATERIAL 

MP040 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 
PLASTIC TUBE CAPS 

(ROUND TUBING) 

3/4”         RS459 

1”            RS460 

1-1/4”      RS462 

1-1/2”      RS464 

1-5/8”      RS466 

1-3/4”      RS467 

2”            RS468 

2-3/8”      RS469 

2-7/8”      RS456 

3”            RS455 

 
PLASTIC TUBE CAPS 

(SQUARE TUBING) 

3/4”      RS470 

1”         RS471 

1-1/4”   RS472 

1-1/2”   RS474 

1-3/4”   RS475 

2”          RS476 

2-1/2”    RS477 

 WELD-ON PIPE CAPS 

1-1/4” (1.66” OD)    RSPC114 

1-1/2” (1.9” OD)      RSPC112 

2” (2.375” OD)    RSPC2 

2-1/2” (2.875” OD)  RSPC212 

3” (3.5” OD)        RSPC3 

3-1/2” (4.0” OD)      RSPC312 

4” (4.5” OD)         RSPC4 

5” (5.563” OD)     RSPC5 

6” (6.625” OD)      RSPC6 

 THREADED STEEL TANK FLANGES 

1/2” NPT              RSTF12 

3/4” NPT              RSTF34 

1” NPT              RSTF1 

1-1/4” NPT            RSTF114 

1-1/2” NPT            RSTF112 

2” NPT              RSTF2 

2-1/2” NPT            RSTF212 

 WELD-ON PIPE ELBOWS 

PIPE SIZE       PART NUMBER 

1/2”              RS320 

3/4”              RS325 

1”                 RS327 

1-1/4”           RS330 

1-1/2            RS335 

2”                 RS340 

2-1/2”           RS345 

3”                 RS350 

4”                 RS360 

 
TOTAL CUT PIPE CUTTING GUIDES 

 

1-7/8” OD    RS391 

2-3/8” OD    RS392 

2-7/8” OD    RS394 

3-1/2” OD    RS396 

4” OD          RS397 

4-1/2” OD    RS398 

6-5/8” OD    RS399 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 

CABLE SPOOLS 

GALVANIZED 7 STRAND 

“GUY WIRE” 5000FT SPOOL 

5/16”    RS147 

3/8”      RS143 

 

RAILROAD TIES 

DIMENSIONS 7” X 9” X 102” LONG 

BUNDLE QUANTITY 16PCS 

#1     RS097 

#2     RS094 

 

WELD-ON TIE DOWNS 

1/2” ROUND (6” LONG) 1” EYE TIE DOWN 

5/8” ROUND (10” LONG) 2.5” EYE TIE DOWN 

3/4” ROUND (11” LONG) 3” EYE TIE DOWN 

 

1/2”  MP001 

5/8”  MP004 

3/4”  MP003 

 

BUCKET FORK 

4” X 2” X 1/4” RECT. TUBE 

INCLUDES 8FT OF 3/8” CHAIN 

SOLD INDIVIDUALLY 

“LOAD BINDER NOT INCLUDED” 

 

MP66281 

 

LOAD BINDER 

WORKING LOAD LIMIT 

6600 LBS 

MAXIMUM BREAKING STRENGTH 

26,000 LBS 

MP66290 

 
BALE SPEAR 

2-1/4” GR50 WITH BUSHING 
MP100 

 

FORGED BALE SPEAR 1-5/8” 

WITH TAPERED BUSHING 

MAX LOAD 

3200# @ 24” 

2500# @ 32” 

MP66192 

10” 

11” 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 ANGLE FLANGES 

5-1/8”   RSFL518 

6-1/8”   RSFL618 

7-1/8”   RSFL718 

8-1/8”   RSFL818 

10-1/8”   RSFL1018 

12-1/8”   RSFL1218 

 

SKID STEER QUICKTATCH 

2PC OPEN CENTER 

1PC FULLFACE 

(INCLUDES TOP FLAT—NOT WELD-
ED) 

2PC OPEN 

MP999 

1PC FULLFACE 

MP998 

 
ATV FENCEPASS 

5FT X 8FT STANDARD 
MP990 

 

GUARDRAIL 

12GA GALVANIZED 

W-BEAM (2 HUMP) 12.25” X 3.25”  

THRIE-BEAM (3 HUMP): 20” X 3.25” 

LENGTHS AVAILABLE: 13’-6” AND 26’ 

2 HUMP    GR212G 

3 HUMP     GR312G 

  

LAG BOLT 3/8” X 2-1/2” RS129 

SELF DRILLING HWH #12 X 3/4 W/ BONDED WASHER RS137 

SELF DRILLING HWH 1/4-14 X 1" W/ BONDED WASHER RS141 

SELF DRILLING 

HWH 1/4” X 24 X 1.25” W/ BONDED 
WASHER 

(WILL DRILL THRU WELL PIPE EASILY) 

RS142 

FASTENERS 

LAG BOLT SPAX POWERLAG 5/16” X 3” (HIGH STRENGTH) RS124 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 

SUCKER ROD FENCE BRACKET 

MADE FROM 3/16” X 1-1/4” FLAT  

 

AVAILABLE FOR 3/4” AND 1” SUCKER 
ROD IN  5-BAR AND 6-BAR ROD 

SPACING. 

 

5-BAR SPACING 12” 

6-BAR SPACING 9-1/2” 

3/4” X 5-BAR 

MP66293 

3/4” X 6-BAR 

MP66294 

1” X 5-BAR 

MP66291 

1” X 6-BAR 

MP66292 

 

HEADGATE 

FEATURES 

SELF-CATCHING 

HEAVY DUTY CONSTRUCTION 

WEIGHT: 400LBS 

2-3/8” PIPE FRAME 

2” ANGLE TOP FRAME 

1” DIA CROSS RODS 

GREASABLE ZERKS FOR LONG LIFE 

ADJUSTABLE 

SIMPLE TO USE 

MP66218 

 

TEARDROP HINGES 

1/4” TEARDROP HINGE 

1/2” TEARDROP HINGE 

(2PCS REQUIRED PER HINGE) 

1/4”   MP66150 

1/2”   MP66151 

 

CALF TABLE 

ALL STEEL CONSTRUCTION 

TABLE TILTS 90 DEGREES 

HEADLOCK AND BODYLOCK 

TABLE IS REVERSABLE  FOR 
BRANDING 

MP66302 

 

LYNCH PINS 

1/4” PIN WITH 1.5” SHANK 

7/16” PIN WITH 2” SHANK 

1/4”      MP66199 

7/16”    MP66200 
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PICTURE ITEM AND DESCRIPTION ITEM ID 

 

4” FLAG DOUBLE WRAP HINGE 

WELD-ON 

1/2” DIAMETER PIN 

RS630 

 

FENCELINE CABLE BRACKET 

LENGTH 22” 

12 ADJUSTMENT SLOTS 

MP602 

 
FENCE SPRING 

LENGTH 12” 
RS021 

 

PREMIUM DOOR TRACK ROLLER 

HEAVY DUTY ROLLERS 

WELDED AXLES & SEALED BEARINGS 

 BLACK PAINTED FINISH 

INCLUDES THREADED ROD 

RS634 

 

DOOR TRACK 

16GA STEEL 

AVAILABLE LENGTHS: 

10FT AND 20FT ONLY 

RS637 

 

3/4” BATWING HINGE 

SOLD AS 2 SEPARATE ITEMS: 

BAT WING FEMALE 3/4” 

BAT WING MALE 3/4” 

FEMALE     RS112 

MALE          RS113 

 

BULLET HINGE 

FEATURES BRASS WASHER & GREASE 
ZERK 

AVAILABLE SIZES: 4” AND 5” 

4”        RS110 

5”        RS111 

MALE 
FEMALE 
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FIT SIZE PART #’S 

3/4” TO 7/8” MP031 

1” MP029 

1-1/4” TO 1-1/2” MP025 

1-5/8” TO 1-3/4” MP028 

1-7/8” TO 2” MP027 

2-3/8” (2” PIPE) MP026 

ROUND CLIP (WELD-ON) 

1-1/4” MP024 

1-5/8” MP023 

ROUND CLIP WITH HOLES 

FIT SIZE PART #’S 

1” SQ. MP097 

1-1/4” SQ. MP098 

1-1/2” SQ. MP099 

SQUARE CLIP WITH HOLES 

WIRE CLIP (WELD-ON) 

FIT SIZE PART #’S 

3/4” ROUND RS148 

1” ROUND RS149 

PICTURE ITEM AND DESCRIPTION ITEM ID 

 

SQUARE FENCE CLIP 

STANDARD 3/8” HOLE 

CUSTOM SIZES AVAILABLE 

 

 

ROUND FENCE CLIP 

STANDARD 3/8” HOLE 

AVAILABLE IN A BOLT-ON STYLE 
OR A WELD-ON STYLE DEPEND-

ING ON YOUR APPLICATION 

CUSTOM SIZES AVAILABLE 

 

 

WIRE FENCE CLIP (WELD-ON) 

3/4” CLIP IS MADE FROM 1/4” 
ROUND 

1” CLIP IS MADE FROM 5/16” 
ROUND 

 

 

CAST IRON V WHEELS WITH 
GREASE ZERK  

INCLUDES MATCHING BOLT, 
BUSHING AND NUT 

V WHEEL BOXES 

FITS 4” CAST IRON V WHEELS 

V WHEEL WITH BUSHING 

RS631 

V WHEEL BOXES 

RS632 

 

MINERAL FEEDER 
 

REMOVABLE LEG TUBES – 1” SCH40 PIPE 

LEG RECIEVER TUBES – 1-1/4” SCH40 PIPE 

BASE VERTICAL – 1-1/2” X 1-1/2” X 11GA SQ 

TUBE 

SWIVEL BASE – 4 BOLT SPINDLE & HUB AS-

SEMBLY 

 

 

MP66193 
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MACKSTEEL MANUFACTURES REPLACEMENT MANURE PADDLES FOR 
ALL THE MAJOR BRANDS. MANURE PADDLES ARE CNC PLASMA CUT 
FROM AR200 ABRASION RESISTANT PLATE. THE PADDLES LISTED BE-
LOW ARE ALWAYS IN STOCK. IF YOU DO NOT SEE YOUR PADDLE HERE, 
BRING ONE IN AND WE WILL CUSTOM CUT YOUR SPREADER PADDLES 
FOR YOU. 
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CALVING BARN PACKAGE 
“SHOWN WITH OPTIONAL RUNNING GEAR” 

10FT X 12FT PEN PACKAGE  

CALF GUARD PACKAGE  

12FT X 40FT PORTABLE BUILDING  

12FT X 40FT PORTABLE SPECIFICATIONS 

SHEETING:  PRIMED STEEL DECK (22GA) 

RUNNERS: HEAVY PIPE 

FRAME: 2-1/2” 11GA SQ TUBE 

RUB RAIL: 1-5/8” ROUND TUBE 

THE PORTABLE BUILDING IS BUILT TOUGH WITH 
A FULLY WELDED FRAME AND RUNNERS. THE 
SHEETING IS PRIMED STEEL DECK AND 
FEATURES TRANSLUCENT POLY PANELS AT 
THE TOP OF EACH ENDWALL. 

 

CALF GUARD PACKAGE 

THE CALF GUARD PACKAGE INCLUDES 
PORTABLE BUILDING WITH  A REMOVABLE CALF 
GUARD. THE CALF GUARD CONSISTS OF TWO 
40FT LONG PIECES OF 2-3/8” PIPE WHICH SLIDE 
INTO THE LOOPS ON THE FRONT OF THE 
STRUCTURE AND LOCK INTO PLACE USING A 
LOCKIING BOLT LOCATED AT EACH END OF THE 
PIPE. 

CALVING BARN PACKAGE 

THE CALVING BARN PACKAGE INCLUDES THE 
PORTABLE BUILDING WITH TWO CALVING 
GATES, THREE 12FT GATES, AND ONE 
HEADGATE. THIS PACKAGE IS DESIGNED TO 
MAKE THE MOST OF THE USEABLE SPACE WITH 
GATES ABLE TO BE USED FOR MULTIPLE 
OPENINGS. THE CALVING GATES ALSO 
FEATURE A LIFT UP NURSING GATE AND A 
WALK THRU GATE ON THE END. 

10FT X 12FT PEN PACKAGE 

THE PEN PACKAGE INCLUDES THE STANDARD 
BUILDING WITH FOUR INSTALLED 10FT GATES 
ALONG THE FRONT AND THREE 12FT 
REMOVABLE CORRAL PANELS. THIS PACKAGE 
HAS BEEN DESIGNED TO SIT ACROSS FROM 
THE CALVING BARN PACKAGE WITH THE GATES 
HINGED IN A WAY TO ALLOW FOR EASY PEN 
ACCESS. 

“OPTIONAL” RUNNING GEAR 

THIS OPTION WILL HAVE WHEEL, JACK, AND 
TONGUE MOUNTS WELDED TO THE FRAME 
DURING THE BUILDING PROCESS. THIS 
INCLUDES TWO WHEEL & HUB ASSEMBLIES, A 
TONGUE, AND ONE JACK. THE PINS NEEDED TO 
INSTALL THESE ITEMS FOR TRANSPORT ARE 
INCLUDED 
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PANEL DIMENSIONS  

PANEL LENGTH 24'-0”  

PANEL HEIGHT W/ LEGS 5'-6”  

LEG LENGTH 7'-6” OVERALL (3'-9” PER 
SIDE)  

 

PANEL MATERIALS 

TOP/BOTTOM 2-3/8” O.D. SCH40 PIPE 

VERTICAL ENDS 2-7/8” O.D. SCH40 PIPE 

INTERNAL VERTICALS 3/4” HR SOLID ROUND 

INTERNAL HORIZONTALS 1-1/4” 14GA ROUND TUBE 

 

FEATURES: 

4 SLOTTED CHAIN GUSSETS 

ATTACHED CHAIN 

REMOVABLE LEGS 

 

LEG MATERIALS 

PANEL LEGS ARE MADE OF 2-3/8” O.D. SCH40 PIPE 

PANEL LEGS ARE APPROX. 90” IN LENGTH (45” EACH 
SIDE) 

 

“WE CAN ALSO CUSTOM BUILD TO YOUR SPECIFICATIONS”�
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SLOTTED GATE GUSSET 

REMOVABLE LEGS 

3/4” SOLID ROUND 

VERTICALS 

1-1/4” 14GA ROUND TUBE 

HORIZONTALS 

2-3/8” O.D. PIPE 

TOP AND BOTTOM 

2-7/8” O.D. PIPE 

BOTH ENDS 
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WINDBREAK PANEL SPECIFICATIONS:  
 
PANEL DIMENSIONS: 82” X 288” 
PANEL W/ LEGS DIMENSIONS: 96” X 288” 
 
VERTICALS: 3x2X11GA  AND 3X2X14GA 
HORIZONTALS: 3x2X14GA 
SHEETING: 22GA PRIMED STEEL DECK 
 
LIFTING LOOPS 2PCS HINGED 
CHAIN LOOPS IN 4 CORNERS 

WINDBREAK LEG SPECIFICATIONS:  
 
LENGTH: 144” (12FT) 
HORIZONTAL: 2-1/2” SCH40 PIPE 
VERTICAL: 2-1/2” x 2-1/2” X 1/4” VERTICAL 
 
THE WINDBREAK PANEL LEGS ARE REMOV-
ABLE FOR EASY SHIPMENT. THE LEGS ARE 
HELD INTO PLACE BY SLIDING THEM INTO 
THE RECEIVER TUBES AT THE BOTTOM OF 
THE PANEL AND LOCKED INTO PLACE BY 
TIGHTENING THE LOCKING BOLT ON THE 
SIDE OF THE RECEIVER TUBE. 

��������	�
�����
������	�	����

����	

����

22GA PRIMED 

STEEL DECK 

REMOVABLE LEG 

RECEIVER TUBE W/ 
LOCKING BOLT 

3x2 14GA 

3x2 14GA 
3x2 11GA 

3x2 14GA 
3x2 11GA 

3x2 14GA 

J-TRIM 

LIFTING LOOPS 
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PANEL MATERIALS  FEATURES: 

ENDS/LEGS 1-5/8” 14GA ROUND TUBE GATE LOOPS 

TOP/BOTTOM TUBES 1-5/8” 14GA ROUND TUBE PANEL HOOKS 

INTERNAL HORIZONTALS 1” 14GA ROUND TUBE  

INTERNAL VERTICAL 3/4” HR ROUND  

    

AVAILABLE CORRAL PANEL SIZES  PANEL HEIGHT 

MPCP8 CORRAL PANEL 8FT 5'-4” 

MPCP10 CORRAL PANEL 10FT  

MPCP12 CORRAL PANEL 12FT  
  

    

“WE CAN ALSO CUSTOM BUILD TO YOUR SPECIFICATIONS” 
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3/4” HR  

1-5/8” 14GA 
ROUND TUBE 

PANEL LOOPS 

1” 14GA  
ROUND TUBE 

1-5/8” 14GA 
ROUND TUBE 

PANEL HOOKS 
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PANEL MATERIALS  FEATURES: 
ENDS/LEGS 1-5/8” 14GA ROUND TUBE GATE LOOPS 
TOP/BOTTOM TUBES 1-5/8” 14GA ROUND TUBE PANEL HOOKS 
INTERNAL HORIZONTALS 1-5/8” 14GA ROUND TUBE  
INTERNAL VERTICAL 1-5/8” 14GA ROUND TUBE  
    
AVAILABLE CORRAL PANEL SIZES  PANEL HEIGHT 
MPCP8HVY CORRAL PANEL 8FT 5'-4” 
MPCP10HVY CORRAL PANEL 10FT  
MPCP12HVY CORRAL PANEL 12FT  
MPCP16HVY  
    

“WE CAN ALSO CUSTOM BUILD TO YOUR SPECIFICATIONS” 

CORRAL PANEL 16FT  

���������	

1-5/8” 14GA 

ROUND TUBE 

PANEL HOOKS 

1-5/8” 14GA  

1-5/8” 14GA 

PANEL LOOPS 

1-5/8” 14GA  
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PANEL MATERIALS   FEATURES: 
PERIMETER – 1-5/8” 14GA ROUND TUBE  GATE LOOPS 
INTERNAL HORIZONTALS – 1” 14GA ROUND TUBE PANEL HOOKS 
INTERNAL VERTICAL 3/4” HR ROUND  GATE LATCH 
   GATE HINGES 
GATE MATERIALS    
PERIMETER – 1-5/8” 14GA ROUND TUBE   
INTERNAL HORIZONTALS – 1” 14GA ROUND TUBE  
    
AVAILABLE WALKTHRU GATE SIZES   

MPWT84 WALKTHRU GATE 8FT (4FT GATE)  

MPWT104 WALKTHRU GATE 10FT (4FT GATE)  

MPWT106 WALKTHRU GATE 10FT (6FT GATE)  

MPWT126 WALKTHRU GATE 12FT (6FT GATE)  

    

“WE CAN ALSO CUSTOM BUILD TO YOUR SPECIFICATIONS” 
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3/4” HR  

ROUND 

1-5/8” 14GA 

ROUND TUBE 

PANEL LOOPS 

1” 14GA  

ROUND TUBE 

1-5/8” 14GA 

PANEL HOOKS 

DEADBOLT LATCH 
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MATERIALS: FEATURES: 

PERIMETER FRAME: 2-3/8” SCH 40 PIPE GATE LOOPS 

GATE CONSTRUCTION: 1-5/8” 14GA ROUNG TUBE PANEL HOOKS 

  GATE LATCH 

  GATE HINGES 

   

AVAILABLE GATE SIZES  (ACTUAL OPENING DIMENSIONS)  

6FT BOW GATE (57.5” wide x 78.25” high)  

8FT BOW GATE (81.5” wide x 78.25” high)  

10FT BOW GATE (105.5” wide x 78.25” high)  

12FT BOW GATE  (129.5” wide x 78.25” high)  

16FT BOW GATE  (177.5” wide x 78.25” high) USES 2-7/8” FRAME 

   
“WE CAN ALSO CUSTOM BUILD TO YOUR SPECIFICATIONS”  
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DEADBOLT 

LATCH 

PANEL LOOPS 

1-5/8” 14GA  

ROUND TUBE 

2-3/8” O.D.  

SCH 40 PIPE 

PANEL HOOKS 

1-5/8” 14GA  

ROUND TUBE 
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MATERIALS:  FEATURES: 
1-5/8” 14GA ROUND TUBE  GATE HINGE 

HINGE W/ 12” THREADED ROUND SLOTTED CHAIN GUSSET 

INCLUDES 4 NUTS AND 4 WASHERS 1/4” CHAIN 

   
AVAILABLE GATE SIZES   
6FT  GATE (66” wide x 53.75” high)  

8FT  GATE (90” wide x 53.75” high)  

10FT  GATE (115” wide x 53.75” high)  

12FT  GATE  (138” wide x 53.75” high)  

14FT GATE (162” wide x 53.75” high)  

16FT GATE (186” wide x 53.75” high)  

   
“WE CAN ALSO CUSTOM BUILD TO YOUR SPECIFICATIONS” 

1-5/8” x 14GA 

SLOTTED GATE GUSSET 

W/ CHAIN 

1-5/8” x 14GA 

12” THREADED 

GATE HINGE 

���������	
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CONTINUOUS FENCING 
SPECIFICATIONS 

 

STANDARD LENGTH: 20FT 
STANDARD HEIGHT: SEE CHART  
 

MATERIAL SPECIFICATIONS: 
1-1/4” 14GA ROUND TUBE HORIZONTALS 
“ALSO AVAILABLE IN 1-5/8” 14GA ROUND TUBE” 

5/8” SOLID ROUND VERTICALS 
 
ALL INCLUDES CLIPS AND SPLICERS ARE 

INCLUDED AT NO ADDITIONAL CHARGE 
 
LAG BOLTS ARE “NOT INCLUDED”  BUT WE DO 

HAVE THEM AVAILABLE FOR PURCHASE 
 
IF THESE DIMENSIONS OR SPECIFICATIONS 

DO NOT MEET YOUR NEEDS, WE CAN ALSO 
CUSTOM BUILD FENCING PANELS TO YOUR 
SPECIFICATIONS. IF YOU WOULD LIKE TO 

PRICE OUT CUSTOM PANELS PLEASE 
CONTACT ONE OF OUR SALES REPS AND 
THEY WILL HELP PRICE OUT YOUR CUSTOM 

PANELS. 

���������	
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BALE FEEDER SINGLE 2PC 
ON-GROUND SPECIFICATIONS 

 
 
MATERIALS  
 
MAIN ARCHES: 1-5/8” 11GA ROUND TUBE 
DIAGONALS: 1-1/4” 14GA ROUND TUBE 
VERTICALS:  1-1/4” 14GA ROUND 
TUBE 
HOLDING PIN: 5/8” SOLID ROUND 
 
HAYSAVER (OPTIONAL) 14GA STEEL SHEET 
 
 
DIMENSIONS 
 
HEIGHT:   45” 
INSIDE DIAMETER: 85” (APPROX) 
 
THE FEEDER SPLITS INTO 2 PCS ONCE THE  
HOLDING PINS ARE REMOVED. BELOW ARE THE 
DIMENSIONS OF THE FEEDER ASSEMBLED AND 
DISASSEMBLED THE DIAGRAM TO THE RIGHT 
SHOWS THE DIMENSIONS OF THE FEEDER 
ASSEMBLED. 
 
ASSEMBLED:  87” X 102” (SEE 
BOTTOM DIAGRAM) 
DISSASSEMBLED:  45” X 102” 

���������	

BALE FEEDER - SINGLE 2PC ON 
GROUND 

1-5/8” x 11GA 

1-1/4” 14GA 

5/8” ROUND 

HOLDING PIN 

1-1/4” 14GA 

1-5/8” x 11GA 

1-5/8” x 11GA 
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1-7/8” 11GA ROUND 1” SUCKER ROD 

1” SUCKER ROD 2” SCH 40 PIPE 

BALE FEEDER SINGLE 
1PC ON-GROUND  
SPECIFICATIONS 

 
MATERIALS  
 
MAIN RINGS:  2” SCH 40 
PIPE 
DIAGONALS:  1” SUCKER 
ROD 
MAIN VERTICALS:        1-7/8” 11GA ROUND 
TUBE 
BASE VERTICALS: 1” SUCKER ROD 
 
DIMENSIONS 
 
HEIGHT:  51” 
INSIDE DIAMETER: 87” (APPROX) 
OUTSIDE DIMENSION: 92” (APPROX) FLAT 
TO FLAT 
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BALE FEEDER DOUBLE 
1PC ON-GROUND SPECIFICATIONS 
 
 
MATERIALS  
 
MAIN RINGS:  2” SCH 40 PIPE 
DIAGONALS:  1” SUCKER ROD 
MAIN VERTICALS:         1-7/8” 11GA ROUND 
TUBE 
BASE VERTICALS:  1” SUCKER ROD 
 
DIMENSIONS 
 
HEIGHT:  51” 
INSIDE DIAMETER: 165” X 87” (APPROX) 
OUTSIDE DIMENSION: 92” X 170” (APPROX) 

MAIN RINGS - 2” SCH 40 PIPE 

DIAGONALS - 1” SUCKER ROD 

MAIN VERTICALS 

1-7/8” 11GA TUBE 

BASE VERTICALS 

1” SUCKER ROD 
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FEEDER DIMENSIONS   

LENGTH 72”   

WIDTH 87”   

HEIGHT 69”   

    

PANEL MATERIALS    
LINEAR TUBES 2X2X11GA SQUARE TUBE UPPER BOW BRACES 1-7/8” 11GA ROUND TUBE 

BOWS 1-7/8” 11GA ROUND TUBE LOWER END BRACES 1-5/8” 11GA ROUND TUBE 

LEGS 1-7/8” 11GA ROUND TUBE LEG CENTER BRACES 1-5/8” 11GA ROUND TUBE 

���������	

2” 11GA 

SQUARE TUBE 

1-5/8” 11GA BRACES 

2” 11GA 

SQUARE TUBE 

1-7/8” 11GA 

LEGS 

1-7/8” 11GA 

BOWS AND  BRACES 
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FEEDER DIMENSIONS   

LENGTH 144”   

WIDTH 87”   

HEIGHT 62”   

    

PANEL MATERIALS    

LINEAR TUBES 2X2X11GA SQUARE TUBE UPPER BOW BRACES 1-7/8” 11GA ROUND TUBE 

BOWS 1-7/8” 11GA ROUND TUBE LOWER END BRACES 1-5/8” 11GA ROUND TUBE 

LEGS 1-7/8” 11GA ROUND TUBE LEG CENTER BRACES 1-5/8” 11GA ROUND TUBE 
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2” 11GA 

SQUARE TUBE 

1-5/8” 11GA BRACES 

2” 11GA 

SQUARE TUBE 

1-7/8” 11GA 

LEGS 

1-7/8” 11GA 

BOWS AND 

BRACES 
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OUR CHANNEL LEG BUNKS ARE ECONOMICALLY CONSTRUCTED TO PROVIDE YOU WITH 
THE BEST VALUE IN BUNK FEEDING EQUIPMENT. THESE BUNKS CAN BE MADE WITH 
14GA, 12GA, OR 10GA SHEET, ALLOWING YOU TO CUSTOMIZE THE BUNKS TO YOUR 
NEEDS. 
 
ANY LENGTH IS AVAILABLE, 20FTERS ARE STANDARD. 
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MATERIALS  FEATURES 

TROUGH: 14GA, 12GA, OR 10GA WELDED CONSTRUCTION 

CENTER BRACE 1-5/8” 11GA ROUND TUBE DRAIN HOLES IN ENDCAPS 

LEGS 4” STANDARD CHANNEL LARGE OPENING “EASY TO FILL” 

LEGBRACE 3” STANDARD CHANNEL  

��������	�

LEG DISTANCE CHART  

10’-0” 22” 

15’-0” 28” 

16’-0” 28” 

20’-0” 42” 

DISTANCE FROM END TO LEG  
��������	
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4” CHANNEL LEGS 

3” CHANNEL 

CROSSMEMBER 

10GA SHEET STEEL TROUGH 

1-5/8” 11GA 

CENTER BRACE 
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OUR TUBE LEG BUNKS ARE CONSTRUCTED WITH HEAVY 10GA SHEET AND 6” X 4” 
RECTANGULAR TUBE LEGS. THE OUTSIDES OF THE LEGS ARE FLUSH WITH THE OUTSIDE 
OF THE BUNK, PROVIDING A SMOOTH SURFACE TO DRIVE ALONG.�
�
ANY LENGTH IS AVAILABLE, 20FTERS ARE STANDARD.�

�
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MATERIALS  FEATURES 

TROUGH: 10GA WELDED CONSTRUCTION 

LEGS 6” x 4” RECT. TUBE “NO LOSS” LIP IN DESIGN 

LEGBRACE 3” STANDARD CHANNEL DRAIN HOLES IN ENDCAPS 
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LEG DISTANCE CHART  

10’-0” 22” 

15’-0” 28” 

16’-0” 28” 

20’-0” 42” 

DISTANCE FROM END TO LEG  
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6X4 RECT. TUBE 

LEGS 

3” CHANNEL 

CROSSMEMBER 

10GA SHEET STEEL TROUGH 
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MACKSTEEL BOTTOMLESS 
BUNKS ARE CONSTRUCTED 
WITH HEAVY 10GA FORMED 
SHEET AND 2x2 SQUARE TUBE 
BRACING. �
�
THE BOTTOMLESS ARE 
STACKABLE AND FEATURE 
CHAIN LOOPS ON THE 
ENDCAPS OF THE BUNKS 
ALLOWING THEM TO BE 
CHAINED TOGETHER.�
�
STANDARD LENGTH:
� 20FT�
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MATERIALS  FEATURES 

ENDCAPS 10GA WELDED STEEL CONSTRUCTION 

SIDES 10GA ENDCAPS W/ CHAINLOOPS 

ALL BRACING 2x2x11GA SQUARE TUBE STACKABLE DESIGN 

���������	

2” 11GA SQUARE TUBE 

TOP BRACING 

10GA FORMED 

SIDE PANELS 

10GA FORMED 

ENDCAPS 
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MATERIALS  FEATURES 
ENDCAPS & TROUGHS 10GA WELDED STEEL CONSTRUCTION 

TUBE FRAME 2.5” X 2.5” X 11GA SQ TUBE ENDCAPS W/ CHAINLOOPS 

NECK BAR 2-3/8” SCH 40 PIPE ADJUSTABLE NECK BAR 

MACKSTEEL FENCELINE BUNKS ARE 
CONSTRUCTED USING HEAVY 10GA 
SHEET FOR THE TROUGHS AND 
ENDCAPS.�THE FUBE FRAME IS MADE 
OF A 2.5” X 2.5” X 11GA SQUARE TUBE 
WITH AN ADJUSTIBLE NECK BAR OF 2-
3/8” SCH 40 PIPE. THE NECK BAR 
SLIDES ON THE 2.5” TUBE FRAME AND 
IS HELD IN PLACE BY TIGHTENING 
BOLTS ON THE ENDS AND IN THE 
MIDDLE.�
�
ANY LENGTH IS AVAILABLE, STANDARD 
LENGTHS 20FT AND 30FT.�
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2.5” 11GA SQUARE TUBE 

FEEDBUNK FRAME 

2” SCH 40 PIPE 

ADJUSTABLE NECK BAR 

TIGHTENING BOLTS 

10GA FORMED 

ENDCAPS 

10GA FORMED 

TROUGH 
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MATERIALS  FEATURES 

ENDCAPS & TROUGHS 10GA WELDED STEEL CONSTRUCTION 

TUBE FRAME 2.5” X 2.5” X 11GA SQ TUBE ENDCAPS W/ CHAINLOOPS 

NECK BAR 2-3/8” SCH 40 PIPE ADJUSTABLE NECK BAR 

MACKSTEEL BOTTOMLESS FENCELINE BUNKS ARE 
CONSTRUCTED USING HEAVY 10GA SHEET FOR THE 
TROUGHS AND ENDCAPS.�THE FUBE FRAME IS 
MADE OF A 2.5” X 2.5” X 11GA SQUARE TUBE WITH 
AN ADJUSTIBLE NECK BAR OF 2-3/8” SCH 40 PIPE. 
THE NECK BAR SLIDES ON THE 2.5” TUBE FRAME 
AND IS HELD IN PLACE BY TIGHTENING BOLTS ON 
THE ENDS AND IN THE MIDDLE.�
�
ANY LENGTH IS AVAILABLE, STANDARD LENGTHS 
20FT AND 30FT. 

���������	

2.5” 11GA SQUARE TUBE 

FEEDBUNK FRAME 

2” SCH 40 PIPE 

ADJUSTABLE NECK BAR 

TIGHTENING BOLTS 

10GA FORMED 

ENDCAPS 

10GA FORMED 

TROUGH SIDES 
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MACKSTEEL'S 24FT ALL STEEL CALF SHELTER WILL PROVIDE THE PROTECTION YOUR CALVES NEED. 
THE UPPER FRAME IS MADE OF 2X2X11GA SQUARE TUBE, AND COVERED IN 22GA PRIMED STEEL 

DECK. THE BASE FRAME USES 3-1/2" OD PIPE. FIBERGLASS SKYLIGHTS LOCATED AT THE PEAK OF 
EACH ENDWALL ALLOW LIGHT TO ENTER, ENCOURAGING YOUR CALVES TO MOVE DEEPER INTO THE 
SHELTER. WITH THE SKYLIGHTS LOCATED ON THE ENDWALLS, SNOW BUILD UP ON THE ROOF WILL 

NOT PREVENT LIGHT FROM ENTERING,  NOR CAN HAIL CAUSE HOLES LETTING UNWANTED MOISTURE 
IN. WEIGHT: 1820# 

����	����	
�
��
�	
�
����������
	
SHELTER DIMENSIONS   FEATURES: 
SHELTER LENGTH 24'-0”  PANEL HOOKS AND LOOPS 
SHELTER WIDTH 8'-0”  TRIMMED DOOR AND ENDS 
SHELTER HEIGHT  5'-0”  LIFTING LOOPS ON TOP 
OPENING WIDTH 7'-10 1/2”  DRAG LOOPS ON ENDS 

OPENING HEIGHT 3'-0” (FROM GROUND)   
WEIGHT 1820#   
    
SHELTER MATERIALS    
BOTTOM RUNNERS 3-1/2” O.D. PIPE   
VERTIAL BOWS AND BRAC-
ING 2 X 2 X 11GA SQUARE TUBING   
HORIZONTAL BRACING 1-1/2” X 1-1/2” X 14GA SQUARE TUBING  
SHEETING 22GA PRIMED STEEL DECK   

�
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CORNER TRIM 

3-1/2” O.D. PIPE 

LIFTING LOOPS 

TRANSPARENT PANEL 

(BOTH ENDS) 

PANEL LOOPS 

(BOTH ENDS) 

2” X 11GA SQ TUBE BOWS 

1-1/2”” X 14GA SQ TUBE 

HORIZONTAL BRACING 
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OPTIONAL CALF GATE 
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· COW GUARDS ARE CONSTRUCTED OF ROUND TUBE, AND ARE REMOVABLE TO UTI-
LIZE AS A SELF FEEDER LATER. 

· COW GUARDS ALSO HAVE A LIFT OVER DESIGN FOR MOVING FEEDER FROM PAS-
TURE TO PASTURE. 

· JACKS ARE LOCATED AT THE FRONT AND REAR OF THE CREEP TO ALLOW FOR 
LEVELING. 

· GRIP STRUT STEPS AND GRIP DECK FOR SLIP FREE ACCESS. 

· ADJUSTABLE FEED FLOW 

· LIDS US A PIANO STYLE HINGE WITH A SNAP LOCK TO SECURE THE LID. 

· LIDS ARE ALSO AVAILABLE WITH A WIND LATCH. 

· PRIMED WITH 2 MILLS OF EPOXY PRIMER AND PAINTED WITH 2 MILLS OF ACRYLIC 
URETHANE PAINT. 

· WE CAN ALSO CUSTOM BUILD A CREEP FEEDER TO SUIT YOUR NEEDS 

BUSHEL CAPACITY 150  AXLE CAPACITY 7,000 LBS. 

FULLY FRAMED WITH 14GA FORMED AND WELDED STEEL SHEL L 
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SPECIFICATIONS 
 
LOWER TUBE – 6X6X1/4” SQUARE TUBE 
TOP TUBES – 6X3X1/4” RECTANGLE TUBE 
VERTICAL TUBE – 6X4X1/4” RECTANGLE TUBE 
PIN MOUNTING PLATES – 1/2” A36 PLATE 
TINE PLATES – 1/2” A36 PLATE 
BOX GUSSETS – 1/4” A36 PLATE 
BOLTS – 3/4” X 2” BOLTS WITH NUTS AND WASHERS 
 
OUR 3-POINT BALE FORK IS MADE FROM HEAVY WALL TUBING, 1/2” PLATE, AND 1/4” 
PLATE. ALL PLATES ARE CNC PLASMA CUT TO ENSURE PART QUALITY. THE BALE FORK 
IS OF “ALL WELDED CONSTRUCTION” AND FEATURES MULTIPLE TOP PIN LOCATIONS 
ALONG WITH LOWER STEP PIN MOUNTS FOR A UNIVERSAL FIT. BOX GUSSETS ARE 
USED AT ALL TUBE JOINTS AS WELL AS ON THE TINE MOUNTS ENSURING MAXIMUM 
DURABILITY. 

���������

BALE TINE SPECIFICATIONS  
 
“SKID” BOTTOM PLATE - 1/2” PLATE PLASMA CUT FORMED AT THE TIP 
 
VERTICAL PLATE – 1/2” PLATE PLASMA CUT  W/ HOLES FOR 3/4” BOLTS 
(BOLT PATTERN IS 3/4” BOLTS ON 8” CENTERS) 
 
WEAR ROD – 3/4” DIAMETER HOT ROLLED ROUND BAR�

OUR BALE TINES ARE MADE 
FROM QUALITY MATERIALS 
AND WELDED TOGETHER TO 
ENSURE LONG LIFE. WE 
INCLUDE THESE TINES WITH 
OUR BALE FORK SHOWN 
ABOVE.�
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BUCKET: 3/16” PLATE 
ENDCAPS: 3/16” PLATE 
CUTTING EDGE: 5/8” x 6” 
ENDCAP STIFFENER: 3/8” X 3” 
QUICKTACH PLATE: 5/16” GR50 
 
MACKSTEEL SNOW BUCKET WIDTHS: 
6ft, 8ft, 10ft 

�������	
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MATERIALS �

· SIDEWALL SHEETING: 14GA SHEET�

· FLOORING: RIBBED 12GA FLOORPLATE�

· STRUCTURE: 2” X 11GA SQUARE TUBING WITH 3” X 1/4” ANGLE TO SUPPORT FLOOR�

· TONGUE TUBING: 3” X 1/4” SQUARE TUBING�

· GATE TUBING: 1-1/2” X 11GA AND 1-1/4” X 14GA SQUARE TUBING�

· SUSPENSION: 6K TORSION AXLE WITH TIRES�

· ADJUSTABLE LEGS: 2-1/2” X 3/16” SQUARE TUBING�
�
FEATURES�

·  RETRACTIBLE TRAILER TONGUE SLIDES UNDER WHEN CHUTE IS IN USE�

·  ADJUSTABLE FRONT LEGS TO ALLOW FOR VARIOUS HEIGHT APPLICATIONS�

· FLIP OUT TOP PAN TO COVER GAP AT TOP OF LOADING CHUTE�

· SWINGING GATE WITH SLOTTED CHAIN GUSSET�

· PANEL LOOPS ON EITHER SIDE OF THE GATE FOR CORRAL PANELS�

· WIDE TORSION AXLE WITH TIRES FOR STABILITY DURING TRANSPORT AND LOADING�

· RECIEVER TUBES FOR “OPTIONAL” CORRAL PANEL BRACKETS�

· SAFETY GRATE SIDE RAIL  CAN BE MOVED TO EITHER SIDE�

· WE ALSO OFFER THIS LOADING CHUTE IN A STATIONARY VERSION.�

�������	

ADJUSTABLE LEGS 

TORSION 

14GA SHEETING 

RECEIVER TUBE FOR 

“OPTIONAL” PANEL BRACKET 

FLIP-OUT 

PAN 

RETRACTING 

TRAILER 

TOUNGE 

SAFETY GRATE SIDE RAIL ABLE 
TO BE MOVED TO EITHER SIDE 
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Macksteel is proud to announce the addition of the Sandland Equipment Line to our  product line. 

“The Sandland Ranch has been in business since 1987. We work our own cows and always felt the 
equipment we were using was not user friendly.  We took our new ideas and built our own 
equipment.  The business started after building our first tub and alley in 1991.  Our neighbor put in 
an order after helping us work cattle and that moment word of mouth spread rapidly.  We have built 
custom orders for tubs, alleys, chutes, and panels.  In the last 19 years, we have manufactured 
over 450 working tubs and numerous other products.  Our products are being used in Wisconsin, 
The Dakotas, Montana, Wyoming, Colorado, and Nebraska. 

Up until know, our products have become known only through word of mouth.  In an effort to keep 
up with the growing demand, we have contracted with Macksteel of Watertown to produce our 
products.  In choosing a manufacturer for our rancher friendly products, we are confident that 
Macksteel will keep the quality workmanship at the top of their list.” 

  

Mike Sandland – Sandland Welding and Ranch Owner 

 
The Sandland Maternity Pen.  

Features: 

10ft x 13ft pen – large enough to pull a calf 

Solid steel curved wall 

Plenty of room for nursing 

Solid steel floor – eliminates any movement of the unit. 

Folds down for easy transport and quick Set up. 

Automatic – Self Catching Headgate�

This product was developed on a working ranch over the past 20 years, and was improved as 
necessary to meet the needs of today's working rancher. 
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Sandland Calf Tables 
 

 If you are short of help, give us a call.  We have 2 Models to choose from. 

Sandland Single Calf Table 

Features: 

7ft working tub.  

Fully portable and fast to set up. 

Switches right or left as needed for branding 

4ft alley with backstops 

Reduces stress to calves 

 

Will significantly increase productivity – Guaranteed.   

Sandland Double Calf Table  
Features: 

· Dual Reversible calf tables 

· Over head chain hoist 

· Dual 4ft Alleys with Backstops 

· 8ft tub 

Fully portable - set up is fast.  

This product was developed on a working ranch over the past 20 years, and was improved as 
necessary to meet the needs of today's working rancher. 
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Sandland Portable Cattle Working Tub 

Standard Features: 

· Squeeze Chute is 15” longer than average for semen testing large bulls and  palp testing 

· Auto-Resetting, Self Catching Headgate 

· 5900# gross weight 

· Roller doors before and after alley 

· 2 Heavy duty 2 speed jacks makes lifting/lowering easy 

· Extra High lift Jack on Tongue 

 

Optional Features 

Brisket Bar 

Left or Right hand construction  

This product was developed on a working ranch over the past 20 years, and was improved as 
necessary to meet the needs of today's working rancher. 
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WWW.MACKSTEEL.COM 
415 20TH AVE SE, WATERTOWN, SD 57201 

CALL TOLL FREE 1-866-882-2188 
FAX 1-605-882-2980 


